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Nozzle temperature: Bed temperature:

POLYPROPYLENE

Available colours:

�%�H�W�W�H�U���V�S�R�R�O�L�Q�J �&�R�Q�V�W�D�Q�W���G�L�D�P�H�W�H�U

PROPERTIES

1,75 mm
0,03 mm+-

info@winkle.shop +34 637 069 543

Available diameter:

���������J���D�Q�G�������������J
Size of the spool:

�%�O�D�F�N�����:�K�L�W�H�����1�D�W�X�U�D�O

220-250ºC 85-100ºC

* �7�K�H���L�Q�G�L�F�D�W�H�G���S�D�U�D�P�H�W�H�U�V���D�U�H���Y�D�O�L�G���I�R�U���F�R�U�U�H�F�W�O�\���F�D�O�L�E�U�D�W�H�G���S�U�L�Q�W�H�U�V�����3�	�'�����P�H�F�K�D�Q�L�F�D�O���D�Q�G���I�X�V�H�U��

* �6�X�S�H�U�Y�L�V�H�G���D�Q�G���W�H�V�W�H�G���P�D�Q�X�I�D�F�W�X�U�L�Q�J���S�U�R�F�H�V�V�����G�L�D�P�H�W�H�U�����F�R�O�R�X�U���D�Q�G���Z�L�Q�G�L�Q�J�����W�R���J�X�D�U�D�Q�W�H�H���W�K�H���T�X�D�O�L�W�\���R�I���R�X�U���S�U�R�G�X�F�W

* �&�R�P�S�D�W�L�E�O�H���Z�L�W�K���P�R�V�W���)�'�0�����'���S�U�L�Q�W�H�U�V���R�Q���W�K�H���P�D�U�N�H�W

QUALITY WARRANTY OF WINKLE’S POLYPROPYLENE FILAMENT

SETTINGS / POLYPROPYLENE

���������P�P

RESISTANCE
TO IMPACT

100%

HARDNESS
70%

FINISH
100%

COLOUR
20%

BRIGHTNESS
10%

WARPING
10%

DIFFICULTY
20%

CONTRACTION
10%

Polypropylene (PP) combines light weight and low density with outstanding mechanical properties such as �exibility and impact resistan-
ce. With its hydrophobic properties, its chemical resistance and its low conductivity, makes it ideal for industrial and automotive parts re-
quiring durability and strength. Lastly, PP can be used to print dishwasher & microwave safe objects. PP is a cost-e�ective, food contact,  
all-round �lament suitable for a broad variety of needs.

FLEXIBILITY
90%

GENERAL PRINT SETTING

�5�H�X�V�D�E�O�H���E�D�J�����V�S�R�R�O���D�Q�G���V�L�O�L�F�D���E�D�J

PRINT IN A VENTILATED 
PLACE

USE OF AN ADHERENT IN 
THE WARM BED IS 
RECOMMENDED

PRINT IN A 
CLOSED BOX

TO PRINT AT SLOW SPEEDS 
IS RECOMMENDED


