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Technical Textiles & Industrial Fabrics

Product overview hot-air welders

HEMTEK ST

SEAMTEK 900 AT

VARIANT T1

VARIANT T1 Overlap

VARIANT T1 TAPE

UNIPLAN E / UNIPLAN S

TAPEMAT / TAPEMAT SPRIEGEL

Hot-Air Hand Tools

TRIAC ST

TRIAC AT

HOT JET S

GHIBLI AW

General accessories

Truck cover

Awning

Flood protection
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52 / 53 54 - 56

Device type HEMTEK ST SEAMTEK 900 AT

Max. voltage V~ 120 / 230 230 / 240

Max. power W 1800 / 2350 / 3450 4500

Temperature °C 100 - 650 120 – 700

Speed m/min 0.8 - 12 0.1 – 30

Welding width mm 20 / 30 / 40 8 - 64

Size (L × W × H) cm 433 × 350 × 600 150 × 70.2 × 150

Weight kg 27 268

Welding options

Overlap welding

Hem welding

Piping welding

Tape welding

Prayer weld

Hem pipe

Butt joint with tape

Welding technologies

Hot-air welding

Hot-wedge welding

Features

Temperature regulation

Drive regulation

Temperature and drive 

infinitely adjustable

Digital display

Catalog page

Stationary welding machine Applications

Tents

Inflatables (picture © Marek Uliasz | Dreamstime.com)

Billboard
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Device type
VARIANT T1 

Overlap
VARIANT T1 TAPE 

50 mm
VARIANT T1 TAPE 

25 mm
UNIPLAN E / S

TAPEMAT
50 mm

TAPEMAT 
SPRIEGEL 

100 / 125 mm

Max. voltage V~ 230 / 400 230 / 400 230 / 400 230 3 × 400 3 × 400

Max. power W 3680 / 5700 3680 / 5700 3680 / 5700 2300 10 000 10 000

Temperature °C 100 – 620 100 – 620 100 – 620 80 – 620 100 – 650 100 – 650

Speed m/min 1.5 – 18 1.5 – 18 1.5 – 18 1.0 – 7.5 4.0 – 20 4.0 – 20

Welding width mm 20 / 40 50 25 20 / 30 50 2 × 20

Size (L × W × H) mm 500 × 400 × 195 700 × 415 × 85 700 × 415 × 85 420 × 270 × 210 555 × 435 × 370 555 × 435 × 370

Weight kg 22.5 28.0 28.0 11.5 35.0 40.0

Conformity mark

Certification scheme  CCA CCA CCA CCA CCA CCA

Protection class

Welding options

Overlap welding

Hem welding

Piping welding

Tape welding

Prayer weld

Hem pipe

Welding technologies

Hot-air welding

Hot-wedge welding

Features

Temperature regulation

Drive regulation

Temperature and drive 

infinitely adjustable

Digital display

Catalog page

Product overview hot-air welders for Technical Textiles & Industrial Fabrics
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HEMTEK ST: Hem Welding has never been so easy.

The HEMTEK ST is designed for a wide range of applications and is particularly intuitive to use. Once the machine 

is mounted, you can start welding immediately. Preparing or finishing with hot-air hand tools is no longer necessary. 

From now on, you can quickly weld promotional banners or tarpaulins from corner-to-corner with ease.

Hot-air Welding machine

HEMTEK ST

Hem guide: 
Three applications possible with one 

hem guide: Hem (20/30/40 mm); Pole 

pocket up to 100 mm; Piping.

Table clamp: 
The quick-clamp lock enables you to 

mount the machine quickly and easily 

onto almost any work table.

Control panel: 
The intuitive control unit guarantees 

a stress-free welding experience. 

Temperature, speed and airflow 

can easily be adjusted. Integrated 

cooldown mode gently cools 

the machine.

Foot pedal: 
The HEMTEK ST can be operated 

comfortably with the foot pedal so 

that both hands are free to guide 

the material.

Pressure roller: 
Thanks to the integrated weight, 

pressure can be adjusted steplessly. 

The roller incorporates high contact 

pressure with an intelligent eccentric 

system. Various nozzle widths and 

rollers for specific applications 

are available.
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Hot-air Welding machine

HEMTEK ST
•• Welding speeds of up to 12 m per minute
•• Very strong blower
•• Tool-free setting of the hem guide
•• One hem guide, three applications:  

	 Hem: 20/30/40 mm; Pole pocket: up to 100 mm; Piping
•• Easy-to-use: Thanks to the foot pedal, your hands are free to  

	 guide the material
•• Everything in a single step: No need to weld with hot-air hand  

	 tools afterwards
•• All welding parameters are adjustable
•• Cooldown mode
•• Can be mounted onto almost any table: freely adjustable  

	 quick-clamp lock

Whether sitting or standing, the HEMTEK ST can be used at 
almost any work table.

Accessories HEMTEK ST

Thanks to the foot pedal, both hands are free to guide 

the material. High weld quality and stress-free welding 

experience guaranteed.

Technical data

120 V 220 – 240 V
Voltage V~ 120 230 230

Frequency Hz 50 / 60 50 / 60 50 / 60

Power W 1800 3450 2350

Temperature, stepless °C 100 – 650

Air quantity, stepless % 1 – 10

Drive, stepless m/min 0.8 – 12

Width of nozzle mm 20 / 30 / 40 30 / 40 20

Emission LpA (dB) 70 (K = 3 dB)

Size (L × W × H) mm 433 × 350 × 600

Weight kg 27 (Including table mount)

Conformity mark

Protection class I

Included with purchase:
Hot-air welder, table mount, hem guide, scraper, silicone stopper, operating 
instructions, general catalog, folder

Article No.: 
157.862 	 HEMTEK ST, 230 V / 2350 W, 20 mm, EU-plug
157.861 	 HEMTEK ST, 230 V / 3450 W, 30 mm, EU-plug
157.860 	 HEMTEK ST, 230 V / 3450 W, 40 mm, EU-plug
157.868 	 HEMTEK ST, 230 V / 2350 W, 20 mm, UK-plug
157.867 	 HEMTEK ST, 230 V / 3450 W, 30 mm, UK-plug
157.866 	 HEMTEK ST, 230 V / 3450 W, 40 mm, UK-plug

Pressure roller, top
20 mm
30 mm
40 mm

Pressure roller, bottom
20 mm
30 mm
40 mm

Nozzle 
20 mm
30 mm
40 mm

Nozzle adjustment gauge

Adjustable hemming/piping guide

Adjustable hemming/piping guide for 
heavy materials

Overlap guide

Tape welding guide

Contact pressure weight large

Heating elements 
120 V / 1800 W (20 / 30 / 40 mm)
230 V / 2200 W (20 mm)
230 V /3300 W (30 / 40 mm)

Rubber stoppers

Brass brush
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Leister SEAMTEK 900 AT 

SEAMTEK 900 AT: New Generation

The intelligent construction of the SEAMTEK 900 AT makes practically any welding application possible. Thanks 

to the well-thought-out multi-arm system, the machine can be set to a specific configuration for the application in 

record time. The huge selection of various drive wheels, nozzles and guides guarantees maximum flexibility. The 

intuitive operation of the user interface takes place entirely via touchscreen and permits simple adjustment of the 

regulated parameters.

Intuitive
• All parameters can be modified via 

touchscreen

• Complete regulation of all para-

meters

Application-friendly
• Tool-free nozzle adjustment

• Rapid wheel replacement

Pedestal
• Overlap welding

• Hem and piping welding

• 3D / Inflatable welding

• Tape welding

Quickarm
• Endless welding of pipes and hoses

• Overlap welding

Sidearm
• Circumference welding

• Tape welding

• Sealing of end caps

• Strip welding 

Tape Delivery System
• Application of seam sealing tape

• Welding of reinforcement tape

• Welding of hot melt adhesive tape
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 • Multi-arm system guarantees great flexibility

 • Digitally regulated welding parameters

 • Intuitive user interface

 • Quiet operation

 • Test mode for rapid parameter determination

 • Drive wheels and guides can be quickly changed

 • Maintenance-free and durable

Easy, economical and safe welding.

Welding machine

SEAMTEK 900 AT

Wheel, Steel,  63.5 mm

8 mm

13 mm

19 mm

25 mm

38 mm

50 mm 

57 mm 

64 mm 

Wheel, Silicone, 50A,  63.5 mm

13 mm

19 mm

25 mm

38 mm

50 mm 

57 mm 

64 mm

Example: Seam sealing for Outdoor Equipment.

Technical data

Voltage V~ 230 / 240

Power W 4500

Temperature °C 120 – 700

Speed 0.1 – 30

Size (L × W × H) mm 1500 × 702 × 1500

Weight kg
238 kg Base

268 kg Fully loaded

Required air pressure bar 6.2

Welding seam width mm 8 – 64

Article No.: 
155.555  SEAMTEK 900 AT Base version with pedestal, 2 steel pressure rollers  

 25 mm, standard nozzle 25 mm

155.777  Quick arm

155.666 Side arm

155.888 Tape Delivery System (TDS)

156.314 Transport Box

Accessories SEAMTEK 900 AT
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157.808
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152.941

152.956

153.730

152.931

155.660

155.530

155.760

155.380

155.540

156.760

156.770

155.400

156.780

155.410

158.789

158.928

SEAMTEK Nozzle 

8 mm (Low Flow)

13 mm (Low Flow)

13 mm

19 mm

25 mm

38 mm

50 mm 

55 mm

64 mm

Closing nozzle with angle

Hem nozzle

Taping Nozzle 25 mm

Adjustable taping nozzle 50 mm

Adjustable overlap guide, 0 - 64 mm 

Adjustable hem-/ piping guide 

0 - 50 mm 

Adjustable hem-/ piping guide 

0-60 mm, for heavy materials

Open Hem/Pocket Guide up to 110 mm 

Modular 3D guide

Overlap guide from the left

Adjustable acrylic tape guide

Holder system for guides

Overlap guide for quick arm

Connection adapter for fume extraction 

Tape cutting unit 18 - 25 mm

Puller unit

Accessories SEAMTEK 900 AT
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VARIANT T1 TAPE 50 mm

VARIANT T1: Quality, productivity, ergonomic.

The robust VARIANT T1 is very versatile. It is used in various applications for hem, overlap and tape welding. 

VARIANT T1 convinces with its high working speed, particularly with vehicle tarpaulin production for welding lap, 

reinforcement and anti-vandalism tapes. Thanks to the “e-Drive” operating concept, setting the relevant welding 

parameters could not be easier.

User-friendly:  
Clear display plus "e-Drive" and 

storable welding parameters.

Highly flexible:
Conversion kits make it possible to 

work with different types of tape: 

50 mm reinforcement and 25 mm 

anti-vandalism tapes (see image).

Feeding to perfection: 
The new guide rollers make it easy to 

position the material and keep it taut 

right up to the final centimeter.

Dual-action:  
The pressure roller can easily be con-

verted from a 50 mm width to a 25 mm 

one (anti-vandalism tape) or vice versa. 

Optional:  
The laser guide keeps the VARIANT T1 

TAPE firmly on course.

VARIANT T1 TAPE

Economical:  
Up to 18 m/min welding speed and 

powerful, maintenance-free hot air 

blower.

Reliable:
Constant, wrinkle-free welds thanks to 

process-optimised nozzle.

Hem- / piping welding kit: 
Welding hems, hem pockets and 

piping in short time with easy-to-use 

accessories.

VARIANT T1 

VARIANT T1
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 • Top welding speed up to 18 m/min

 • Perfect view into the weld seam

 • Sturdy and durable for professional use

 • Smooth lifting device for precise positioning

 • Simple operation due to “e-Drive” operating concept

Hot-air welder

VARIANT T1 Overlap Accessories VARIANT T1 Overlap

Very easy hem and piping welds with the hem / 

piping welding kit.

Hem / piping welding kit complete, 

comprising:

Hold-down device

Piping roll  

Hem / piping add-on part

Conversion kit, VARIANT T1 Overlap  

to VARIANT T1 TAPE 25 mm

Conversion kit, VARIANT T1 Overlap  

to VARIANT T1 TAPE 50 mm

Additional weight 3 kg

Brass brush

Overlap welding nozzle 20 mm 

Overlap welding nozzle 40 mm

25 mm pressure roller complete 

45 mm pressure roller complete

Sturdy storage case 

Heating elements

230 V 

400 V 

VARIANT T1: Compact, fast and 
reliable.

This tool's top welding speed of up to 18 m/min and its 

slim, compact design make it a winning choice. 

Technical data

Voltage V~ 230 / 400 (3LNPE)

Power W 3680 / 5700

Temperature °C 100 – 620

Speed m/min 1.5 – 18

Air flow range % 40 – 100

Welding seam width mm 20 or 40

Size (L × W × H) mm 500 × 400 × 195

Weight kg 22 (without 1.5 m cord)

Conformity mark

Protection class I

Article No.: 
141.891  VARIANT T1, 230 V / 3680 W, 40 mm nozzle, with Euro plug

141.892  VARIANT T1, 230 V / 3680 W, 20 mm nozzle, with Euro plug

141.893 VARIANT T1, 400 V / 5700 W, 40 mm nozzle, with CEE plug (3LNPE)

141.894 VARIANT T1, 400 V / 5700 W, 20 mm nozzle, with CEE plug (3LNPE)

156.145  VARIANT T1, 230 V / 3680 W, 40 mm, nozzle, with CEE 3-16 plug

Additional versions available upon request.
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Accessories VARIANT T1 TAPE

VARIANT T1 TAPE 25 mm,

anti-vandalism

 • Fastest, most precise automatic tape welding tool  

 (up to 18 m/min)

 • "e-Drive" operating unit 

 • Easy to use 

 • Taut tape guidance

 • Kits for converting VARIANT T1 Overlap to  

 25 or 50 mm TAPE

An economical, ergonomic tool for welding reinforcement 

tapes.

Tape hot-air welder

VARIANT T1 TAPE

Conversion kit VARIANT T1 TAPE 

25 mm to VARIANT T1 TAPE 50 mm:

1 nozzle, 4 guide rollers, 1 gauge

Conversion kit VARIANT T1 TAPE 

50 mm to VARIANT T1 TAPE 25 mm:

1 nozzle, 4 guide rollers, 1 gauge

Conversion kit VARIANT T1 TAPE to 

VARIANT T1 Overlap 20 mm

Conversion kit VARIANT T1 TAPE to 

VARIANT T1 Overlap 40 mm

Magnetic tool holder

Laser guide 

Additional weight 3 kg

Brass brush

Anti-vandal tape

Heating elements

230 V

400 V

Technical data

Voltage V~ 230 / 400

Power W 3680 / 5700

Temperature °C 100 – 620

Air flow range % 50 – 100

Speed m/min 1.5 – 18

Welding seam width mm 50 oder 25

Size (L × W × H) mm 700 × 415 × 85

Weight kg 28 (with 3 m cord)

Conformity mark

Protection class I

Article No.: 
148.963 VARIANT T1 TAPE 25 mm, 230 V / 3680 W, with Euro plug

148.964 VARIANT T1 TAPE 50 mm, 230 V / 3680 W, with Euro plug

148.965 VARIANT T1 TAPE 25 mm, 400 V / 5700 W, with Euro plug

148.966 VARIANT T1 TAPE 50 mm, 400 V / 5700 W, with Euro plug

Additional versions available upon request.
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UNIPLAN E

115.065

115.066

115.067

115.839

119.933
119.934

122.013

122.016

147.836

116.798 

126.448

103.604

101.910

 • Small, lightweight and handy

 • High welding speed

 • Reproducible welding results (UNIPLAN E)

 • Handy, robust case included in delivery

 • Digital display (UNIPLAN E)

Hot-air welder

UNIPLAN E / UNIPLAN S Accessories UNIPLAN E / UNIPLAN S

The handy partner for precise welding: UNIPLAN E.

UNIPLAN: Just perfect.

The small, lightweight and handy hot-air welder pro-

duces perfect welding results. UNIPLAN E is electroni-

cally controlled for reproducible results.

20 mm overlap welding unit

30 mm overlap welding unit

Weight with holder

Handle with holder and screws

20 mm hem welding kit

30 mm hem welding kit

Hem cord welding kit with lifting  

(for units built prior to 2003)

Hem cord welding kit without lifting  

(for units built from 2004)

Guide bar complete

Brass brush to clean nozzle

Sturdy storage case  

included with purchase

230 V / 2100 W heating element,

for UNIPLAN E

230 V / 2100 W heating element,

for UNIPLAN S

Technical data

Voltage V~ 230

Power W 2300

Temperature °C 80 – 620

Speed m/min 1.0 – 7.5

Air flow range %
50 – 100 

(for UNIPLAN E steplessly)

Welding seam width mm 20 oder 30

Size  (L × W × H) mm 420 × 270 × 210

Weight kg 11.5 (with 3 m cord)

Conformity mark

Protection class I

Article No.: 
114.221 UNIPLAN E 20 mm, 230 V / 2300 W, with Euro plug

114.318 UNIPLAN E 30 mm, 230 V / 2300 W, with Euro plug

115.049 UNIPLAN S 20 mm, 230 V / 2300 W, with Euro plug

115.050 UNIPLAN S 30 mm, 230 V / 2300 W, with Euro plug

156.288  UNIPLAN E 30mm, 230 V / 2300 W, UK-plug

Additional versions available upon request.
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Tape hot-air welder

TAPEMAT

 • High welding speed

 • Process-optimized nozzle 

 • Maintenance-free, brushless blower

 • Intuitive operation and simple handling

Welding tape at maximum speed.

TAPEMAT: The power pack.

For rapid, economical strip welding of truck covers 

and industrial curtains. Very fast strip welder at up to  

20 meters per minute.

 • Top welding speed

 • Process-optimized, high-precision nozzle 

 • Maintenance-free, brushless blower

 • Easy to exchange counter-pressure roller

 • Constant tarpaulin bow tension  

Spriegel hot-air welder

TAPEMAT SPRIEGEL

Accessories 
TAPEMAT / TAPEMAT SPRIEGEL

Lifting device

TAPEMAT

50 mm welding nozzle

TAPEMAT SPRIEGEL

100 mm welding nozzle, complete

weld seam 20 mm left and right

125 mm welding nozzle, complete

weld seam 20 mm left and right

3 × 400 V / 3 × 3300 W 

heating element 

Technical data TAPEMAT
TAPEMAT 
SPRIEGEL

Voltage V~ 3 × 400 3 × 400

Power kW 10 10

Temperature °C ~ 650 ~ 650

Speed m/min 4 – 20 4 – 20

Welding seam width mm 50 100 / 125

Size  (L × W × H) mm 555 × 435 × 370 555 x 435 x 370

Weight kg 35 40

Conformity mark

Approval mark

Protection class I

Article No.: 
129.757 TAPEMAT 50 mm, 400 V / 10 kW, with 16A CEE plug

138.229 TAPEMAT Spriegel 100 mm, 400 V / 10 kW, with 16A CEE plug

133.597 TAPEMAT Spriegel 125 mm, 400 V / 10 kW, with 16A CEE plug
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Leister. We know how.

Leister is a world leader in the industry and one of the pioneers in the fields of hot-air, hot-wedge and extrusion 

welding processes.

Leister Technologies AG manufactures high-quality welding machines for demanding work for all industries, in 

which plastic is processed.

Hot-air welding
Hand tools, automatic welders, stationary welding machines

In hot gas welding, the thermal energy is controlled. Heated air is fed into 
the workpiece and the required amount of pressure is exerted onto the 
wheels.

Combi-wedge welding
Combi-wedge welding machines

When Combi-wedge welding (combination of a heated wedge and hot air), 
preheating of the air and the actual welding process is carried out over a 
wedge. The preheated air also takes partial cleaning of the workpieces.

Pendulum Welding
Hand tools

Pendulum welding requires a welding rod similar to the base material. Both 
surfaces are then heated using hot air. Using an up and down, pen-
dulum-like motion and consistent downward pressure, the two are joined.

Hot-wedge welding
Wedge welders

The process where the wedge is heated directly by heating cartridges. The 
generated heat is transferred directly onto the workpiece. This method also 
is suitable for thicker materials. 

Extrusion Welding
Extrusion Welders (FUSION & WELDPLAST)

In extrusion welding, the substrate is preheated with hot air and connected 
by adding the extrudate. The welding rod is fed into the heater barrel and  
the plast is processed by the extruder screw. 

Draw Welding (Speed Welding)
Hand tools

This welding method requires the use of a speed welding nozzle. Preheat 
the surfaces to the apropriate temperature. The surfaces are plasticized by 
hot air and joined under consistent downward pressure.

Heating element

Hot air nozzle

Hot wedge

Pressure wheel

Pressure wheel

Pressure wheel

Hot air nozzle

Preheated air

Welding rod

Welding rod

Plastic membrane

Plastic membrane

Plastic membrane

Outlet (hot air)

Welding direction

Welding direction

Welding direction

Welding direction

Hot air nozzle

Hot air nozzle

Pendulum

Preheated air

Downforce

Downforce

Base material

Base material

Base material

Extrudate

Welding direction

Hot air nozzle

Draw welding nozzle

Extruder screw

Downforce

Welding rod

Preheated air

Know-how

Welding Methods
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Plastic welding with Leister

In plastic welding, thermoplastic materials are joined through the combination of thermal energy,  pressure and wel-

ding speed. Combined, these key factors are the main considerations in the welding of many types of applications 

including: roofing, civil engineering, tunneling, tents & tarps, signs & banners, floor coverings, vehicle repairs, plastic 

fabrication and many more.

Know-how

Weld Types / Weld Geometries

Welding without filler material

Welding with additional material

Overlap

Keder / Piping

Hem

Pole pockets

Tape

Antivandalism

X-seam

Corner seam

V-seamFloor seam

Fillet weld seam

Overlap seam

Outside corner seam

Double seam w/test channel

Special applications

Roofing

Technical Textiles 

Civil Engineering / GEO

Plastic Fabrication

Flooring
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Have a look on:
www.youtube.com/user/Leisterswitzerland

Like and share us on:
www.facebook.com/leistertechnologies 

Follow us on Twitter:
twitter.com/LeisterCorp

join us on LinkedIn:
www.linkedin.com/company/leister-technologies-ag

Contents

We take the greatest care in presenting correct, complete and 

up-to-date information. However, we can assume no responsi-

bility whatsoever for the information offered in this catalog. We 

reserve the right to modify or update all information at any time 

without prior notice. 

Copyrights and trademarks

All text, images, graphics as well as their arrangement are 

subject to copyright protection and other laws on the protection 

of intellectual property. The reproduction, alteration, transmissi-

on or publication of this catalog in part or in its entirety, except 

for personal, non-commercial use, is prohibited in all possible 

forms. 

All the marks featured in this catalog (protected all brand 

marks, logos and business names) are the property of Leister  

Technologies AG or third parties and may not be used, perma-

nently downloaded, copied or distributed without prior written 

consent.

Specifications

Specifications are subject to change at any time without prior 

notice.

© Copyright by Leister.

Legal Information



The Leister Group, its employees and distribution 
network are committed to be strong and reliable 
partners, giving you the opportunity to move your 
business forward.

Recognized as the world-wide leader in 
developing and producing quality products.
«

«

»

Serving all corners of the globe since 1949,  
with representation in over 100 countries we are 
local world wide and close to our customers.

«
»

With strong technical and application competence 
Leister provides standard products and custom 
engineered solutions to all major industries.

«
»

«
»

Leister – the synonym for quality, 
innovation and technology.
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Bahrain

Iran

Iraq

Israel

Jordan

Qatar

Saudi Arabia

U.A.E 

Africa:
Algeria

Botswana

Egypt

Ivory Coast 

Kenya

Lesotho

Libya

Malawi

Morocco

Mozambique

Namibia

North Sudan

South Africa

Swaziland

Tunisia

Zambia

Zimbabwe

Asia Pacific:
Bangladesh 

China

Hong Kong

India

Indonesia

Japan

Korea

Macao

Malaysia

Mongolia

Philippines

Singapore

Taiwan

Thailand

Vietnam

Oceania:
Australia

New Zealand

Leister Technologies AG 
Galileo-Strasse 10
CH-6056 Kaegiswil / Switzerland
phone: +41 41 662 74 74
fax: +41 41 662 74 16
leister@leister.com

Leister Technologies LLC
Itasca, IL 60143 / USA
phone: +1 855 534 7837
info.usa@leister.com

Leister Technologies Ltd.
Shanghai 201 109 / PRC
phone: +86 21 6442 2398
leister@leister.cn

Leister Technologis KK
Osaka 564-0051 / Japan 
phone: +81 6 6310 62 00 
sales-japan@leister.com

Leister Technologies Benelux BV
3991 CE Houten / Nederland
phone:  +31 (0)30 2199888  
info@leister.nl

Leister Technologies Italia s.r.l.
20090 Segrate / Italia
phone: +39 02 2137647 
sales@leister.it

Leister Technologies India Pvt
600 041 Chennai / India
phone:  +91 44 2454 3436 
info@leister.in

Leister Technologies  
Deutschland GmbH  
D-58093 Hagen / Germany 
phone:  +49-(0)2331-95940 
info.de@leister.com 

Swiss Made. Leister Technologies AG is an ISO 9001 certified enterprise.   
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Your Leister Sales and Service Center:

Our close worldwide network of more than 130 Sales and 
Service Centres in more than 100 countries.




